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Method and apparatus for formula evaluation in spreadsheets on small devices 

PJ Rank, JC Pampuch - US Patent App. 09/774,354, 2001 - Google Patents 
... Since ttie operating system of ttie desktop and ttie small device are different, one embodiment 
of the invention uses the conduit as a tool for converting the data to ... Evaluation involves generating 
compiled code that the spreadsheet program of the small device can understand. ... 

All 3 versions 

Getting Smart With Microcomputing: A Review of The Smart Series Integrated ... 

SP Littlefield - Community College Review, 1986 - crw.sagepub.com 
... have the ability to convert data formats from other bestselling products; (2) should be popular 
in the private sector, therefore, serving as a conduit to train persons for ... users by Data Age, Inc. 
I found Smart powerful, diverse, able to convert data from ... The spreadstieet can hold 999 ... 
All 2 versions 

Transformational technologies and the creation of new work practices: Making . . . northwestern.edu [PDF] 

PM Leonardi, D Bailey - MIS Quarterly, 2008 - papers.ssm.com 
... individuals use to convert input like hand-written notes into budgets and reports. ... 1995). A 
spreadsheet with embedded formulas that compute values based upon data entry, for example ... 
firms in India, each of which sent a representative to the US center to serve as the conduit for ... 

Cited by 23 - Related articles - BL Direct - All 6 versions 




JH Porter, RW Nottrott, K Baker - Global networks for environmental 1996 - pal.ltemetedu 
... Error checking of values is also built into the spreadsheet through Excel formulas and lookup 
tables. ... to a relational database to transform the WWW into a two-way conduit for information ... LTER 
sites make use of scripts, written in the PERL language, to convert metadata files to ... 
Cited by 2 - Related articles - All 4 versions 




Improving your productivity with a PDA: some suggestions 

LC Larsson - Library hi tech, 2003 - assets.leeds2.emeraldinsightcom 

... get an extensive list of e-book readers and to learn how to convert documents for ... to identify which 

documents you want to move onto your handheld; (2) a "conduit" (or channel ... Tiny Sheet from 

Iambic Software enables you to create new spreadsheets, add formulas, cut and paste ... 

BL Direct - All 8 versions 

[HTML] Computation of Natural Gas Flow Rate using a Spreadsheet academicdirect.org [HTML] 
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[PDF] Tools for managing ecological data 



lternet.edu [PDF] 
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K Ayoade, U EZUMA - Leonardo Journal of Sciences, 2008 - ljs.academicdirect.org 
... 0 Convert average sales line temperature from degrees Centigrade to Fahrenheit. ... L. 0, Modelling 
Sorption Isotherms of Lafun and Soyflour Using a Spreadsheet, International J ... 1: Orifice Plates, 
Nozzles and Venturi Tubes Inserted in Circular Cross-Section Conduits Running Full ... 
Related arlicles - Cached - All 7 versions 

[PDF] Managing Your Lab Data Flux: Getting Beyond Excel 

RWWIIIiams- 2003 -apu.sfn.org 

... The Solution The solution was obvious but seemed both risky and Impractical: convert our entire 
laboratory to a rela- tional database ... The idea was to eliminate laboratory notebooks and 
spreadsheets as much as possible. ... The relation provides a conduit for information flow ... 
View as HTML - All 5 versions 

[PDF] A PARAMETRIC SIMULATION MODEL FOR EVALUATING COST ... 

GL Wetzel - 2003 - l.academicdirect.org 

... Present-worth parameters are used in the model to convert cost inputs to present-worth 
values for existing water system fixed and variable costs. ... All figures, tables and 
spreadsheets are labeled collectively ... Conduit types and sizes are ... 

Related arlicles - View as HTML - All 3 versions 

[PDF] Document image analysis: Automated performance evaluation 
G Nagy - Document Analysis Systems - ecse.rpi.edu 

... set of tables with the corresponding information already available in a database or spreadsheet. ... 
Nevertheless, converting the drawings to a standard computer format is a necessary first step ... 
processing because of the long useful life of such diagrams: burled conduits and pipes ... 
Cited by 17 - Related articles - View as HTML - All 2 versions 

[BOOK] The new virtual classroom: evidence-based guidelines for synchronous e- ... 

RC Clark, A Kwinn - 2007 - books.google.com 

... Here you will read about seven principles of effective virtual classroom design plus techniques 
for converting face-to-face classroom courses ... developing or delivering procedural training, such 
as for using soft- ware, we recommend viewing the How to Use Formulas in Excel ... 
Cited by 8 - Related articles - All 4 versions 




[BOOK] IWork'09: The Missing Manual 

JCIark-2009-books.google.com 

... 211 Inline Objects 213 Converting an Object's Layout Style ... 302 Making 

Mini-Spreadslieets with Formulas 303 "Quick Formulas" for Common ... 

All 2 versions 

Thin client framework deployment of spreadsheet applications in a web browser . . . 

A Jamshidi, H Singh - US Patent App. 10/385,157, 2003 - Google Patents 
... [0044] Once the modified spreadsheet application 102 is ... This is a two-way dynamic where the 
Servlet 1 10 has the role of a conduit, facilitating reading, writing ... 108 is responsible for: [0046] 
dynamic generation of HTML documents resulting from the execution of formulas and an ... 

All 2 versions 



sfn.org [PDF] 



academicdirect.org [PDF] 



rpi.edu [PDF] 
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Method and apparatus for data 

C Balducci, Y Chan, F Dawisha, R ... - US Patent App. 10/ 2003 - Google Patents 
... [0044] Once ttie modified spreadsheet application 102 is ... Ttiis is a two-way dynamic wtiere ttie 
Servlet 1 10 tias the role of a conduit, facilitating reading, writing ... 108 is responsible for: [0046] 
dynamic generation of HTML documents resulting from the execution of formulas and an ... 
Related articles - All 3 versions 

[BOOK] Palm and Tree hacks 

S MacHaffie - 2006 - books.google.com 

... Manage Projects 29 12. Lose Weight the Palm Way 36 13. Watch the Stars 40 14. Get Creative 
with a Spreadsheet 43 15. Replace the Calculator 47 16. Turn your PDA into a Flashlight 49 
17. Run Linux on Your Palm 51 Page 8. Chapter 3. Play Games 59 18. ... 

All 3 versions 

[HTML] Providing consistent and flexible GIS for the US-Mexico border: an ... 

WJ Hettrick, JB Pick, E Ellsworth, D ... - Proceedings of 2000 ESRI 2000 -gis.esri.com 
... Our approach is to convert unique data products of censuses into standardized sets of relational ... 
Cut points were determined by analyzing the "all cities" spreadsheet using spss software. ... important 
as a result of the NAFTA agreement, since they serve important conduits for trade ... 
Cited by 1 - Related articles - Cached 




Excel Timesaving Techniques for Dummies (For Dummies Series) 

GHARVEY-2004-lavoisier.fr 

... copying and moving data between worksheets, encrypting workbook files, creating external 
database queries, converting worksheet data ... Technique 38: Spreadsheet Security. ... L'intensification 
de I'usage des additifs a bien evidemment conduit les pouvoirs publics europeens a ... 
Cached - All 2 versions 

[BOOK] Comdex 14-ln-1 Computer Course Kit, 2008 Edition (With Cd) 
V Gupta - 2008 - books.google.com 

... Short Questions 207 Microsoft Excel Chapter 1 : Introduction to Spreadsheets 21 1 Spreadsheet 
212 Starting ... 247 Copying a Formula in a Sheet 248 Copying Values, not Formula or Function ... 
Cover 480 Entering Artistic Text 481 Entering Paragraph Text 482 Converting from One ... 

[PDFj To develop a robust statistical method for assessing bird damage to crops, ... 

VP Saxton - NZ Winegrowers website http://www. nzwine. com/ 2007 - maf.govt.nz 
... Tracey and Saunders (2003) used a length of conduit with pre-selected random numbers 
generated and applied on ... The calibration factor had to be copied from the calibration spreadsheet 
(using the dropdown menu edit - paste special ... 4. Converting figures to economic values ... 
Cited by 1 - Related articles - View as HTML - All 3 versions 




ICITATION] Practical calculation of switching surges at motor terminals 

EP Dick, BK Gupta, P Pillai, A Narang, DK Sharma - IEEE Transaction on Energy 1988 
Cited by 9 - Related articles - All 3 versions 
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[PDF] APPENDIX TWO 



berkeley.edu [PDF] 



MC Comerio - University of California, Berkeley, 2000 - www-iaep.ced.berkeiey.edu 
... etc. can never be overcome, but ttie uncertainties involved in the problem of converting 
damage to economic loss can be diminished when specific building and occupancy 
information is available to the economic analysis. The ... 
Related articles - View as HTML 

[PDF] 24. LEARNING WITH TECHNOLOGY: USING COMPUTERS AS COGNITIVE ... learninqcreations.org [PDF] 

DH Jonassen - learningcreations.org 

... In many cases, software tools such as word-processing, spreadsheet, data- base, and 
computer-aided design (CAD) programs have failed to improve teaching and learning significantly 
because they have been largely relegated to the service of a traditional "instructivist ... 
Related articles - All 5 versions 



A review of the use of handheld computers in medical nutrition 
S Holubar, L Harvey-Banchik - Nutrition in Clinical Practice, 2007 - ncp.sagepub.com 
... In most cases, additional software called conduits must be added to the computer to ... equipped 
with Excel Mobile, although compatibility issues exist because advanced spreadsheet functions 
may ... HTML web pages from the Internet on a desktop computer and convert them into ... 
Cited by 3 - Related articles - BL Direct - All 3 versions 




System for calculating occasion dates and converting between different calendar ... 

B Slotznick - US Patent 6,108,640, 2000 - Google Patents 

... 22,2000 [54] SYSTEM FOR CALCULATING OCCASION DATES AND CONVERTING BETWEEN 
DIFFERENT CALENDAR SYSTEMS, AND ... TABLE OCCASION/ HOLIDAY CALENDAR SYSTEM 
OCCASION INFORMATION Federal Election Day Gregorian Formula 3 (47 days ... 
Cited by 1 1 - Related articles - All 4 versions 




CF Reactor, A Judge - laetusinpraesens.org 

... worksheets sheet music heaven dj sammy free christian guitar sheet music convert spreadsheet 
to table ... printable care spine labels books worksheet calc link office open spreadsheet vba excel ... 
flowered sheet sets my body and kids and worksheet car formula sheet mathmatical ... 
Cached 

Graphical program execution on a personal digital assistant 
A Dove, H Andrade, D Shah - US Patent App. 10/989,849, 2004 - Google Patents 
... a process often is further complicated by the fact that a sequence of mathematical formulas, steps 
or ... desktop computer system is running the Lab VIEW graphical programming system, the conduit 
program executing on the desktop computer may convert data received ... 
Cited by 1 - Related articles - All 3 versions 






[HTML] From Lateral Thinking to Voluminous Thinking 



laetusinpraesens.org [HTML] 




System and method for deploying a graphical program to a PDA device 

A Dove, H Andrade, D Shah - US Patent App. 09/974,601, 2001 - Google Patents 

... a process often is further complicated by the fact that a sequence of mathematical formulas, steps 

or ... desktop computer system is running the Lab VIEW graphical programming system, the conduit 
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program executing on the desktop computer may convert data received ... 
Related articles - All 4 versions 

Wireless Deployment and Execution of a Graphical Program to a Measurement ... 

A Dove, H Andrade, D Shati - US Patent App. 11/853,086, 2007 - Google Patents 

... a process often is further complicated by the fact that a sequence of mathematical formulas, steps 

or ... desktop computer system is running the Lab VIEW graphical programming system, the conduit 

program executing on the desktop computer may convert data received ... 

All 2 versions 

Graphical Program Execution On A Handheld Computer 

A Dove, H Andrade, D Shah - US Patent App. 11/560,899, 2006 - Google Patents 

... a process often is further complicated by the fact that a sequence of mathematical formulas, steps 

or ... desktop computer system is running the Lab VIEW graphical programming system, the conduit 

program executing on the desktop computer may convert data received ... 

All 2 versions 

Creating a professional development program to support a handheld computing ... uvi/osh.edu [PDF] 

K Janz - Proceedings of the 31st annual ACM SIGUCCS .., 2003 - portal.acm.org 
... Copy, Paste, Undo and Redo o Creating New Spreadsheets o Moving Between Spreadsheets 
0 Formatting ... ScreenShot ScreenShot is the easy way to capture Palm screens and convert them 
to ... When Hot Syncing to your PC the ScreenShot conduit converts the images to an ... 
Cited by 2 - Related articles - All 4 versions 




Flow of Fluids 

R Toledo - Fundamentals of Food Process Engineering - Springer 

... w = ~V ( 3n + 1 n )( 1 R ) (6.17) Equation (6.17) is a form of the Rabinowitsch-Mooney equation 

used to calculate shear rates for non-Newtonian fluids flowing through tubes. Converting into 

a form similarto Equation (6.13): -dVdr I I I w = 4"VR[34 + 14n](6.18)... 

Cited by 1 - Related articles 



W Durfee, Z Sun - 2009 - me.umn.edu 

... 2.5. Conduit Flow 21 ... Once the Reynolds number is determined, simple formulas can be used 
to calculate pressure drop that avoid having to estimate numbers off the Moody Diagram. ... 
Converting average velocity to the more convenient fluid flow rate (V = 4Q/i:D2) yields ... 
Related articles - View as HTML - All 2 versions 

[PDF] Educational Competencies for Marine Science and Technology Occupations psu.edu [PDF] 

D Sullivan, BW Ford, T Murphree - Citeseer 

... 2. Create complex relational database with multiple tables, queries, forms, reports and indices. 
Verify quality of data. 3. Import and convert data between common spreadsheet programs (eg, 
Excel, Lotus 1-2-3). 4. Create simple graphs from database and/or spreadsheet data. ... 
View as HTML - All 3 versions 

[CITATION] Nuggets of Knowledge revisited [power distribution] 

http:Mokgoogle.com/schok?U-en&q-™diiit+coiiveitkg+sp^^^^^ 




[PDF] Fluid Power System Dynamics 



umn.edu [PDF] 



miiduit coiivertii^ spreadsheet formulas - Google Scholar 

DM Paine - Pulp and Paper Industry Technical Conference, 1991, 1991 



[BOOK] Palm OS programming: the developer's guide 
N Rhodes, J McKeehan - 2002 - books.google.com 

... Formula 5 Easy to Carry 5 Inexpensive 7 Expandable 8 Effortlessly Connects to a Desktop 
Computer 1 0 Works Great and Is Simple to Use 12 Designing Applications for Palm Devices 
14 2. Technical Overview and Development Environments 21 Palm OS Overview 21 Conduit ... 

Cited by 66 - Related articles - Library Search - All 45 versions 

[PDFlXYL'EM 

I MANUAL, E MEASUREMENTS - herve.cochard.free.fr 

... 1 MPa -1 or Kg s -1 MPa -1 . Use the following table to convert units: ... You are now re-saturating 
"flushing" the samples and removing air bubbles from the xylem conduits of all the samples. 16. ... 
When you open the spreadsheet, the tables below will appear blank. ... 
Related articles - View as HTML - All 2 versions 

Identifying Peak Flow Rates from Differential Flow Metering Using an Integrated ... 

... McCulloch, K McCormack, K Ridgway, S ... - Proceedings of the 2007 - ingentaconnect.com 
... These ratios could be applied in a spreadsheet or database with little computer programming 
necessary ... The goal of the team was to take the data stored in MARS, convert it to ... the assumption 
that the hydraulic principles of a hydrograph traveling through a fixed conduit of known ... 
Cited by 1 - Related articles 



[CITATION] Silicon snake oil: Second thoughts on the information highway 

CStoll- 1996 -Anchor 

Cited by 531 - Related articles - All 5 versions 

Automated closed recirculating aquaculture filtration system and method 

PG Lee, PE Turk, JL Whitson - US Patent 5,961,831, 1999 - Google Patents 
Page 1. United States Patent Lee et al. US005961831A [ii] Patent Number: [45] Date 
of Patent: 5,961,831 Oct 5,1999 [54] AUTOMATED CLOSED RECIRCULATING 
AQUACULTURE FILTRATION SYSTEM AND METHOD [75 ... 
Cited by 10 - Related articles - All 2 versions 




... for steady-state flow of magma-gas mixtures through vertical eruptive conduits 

LG Mastin, MS Ghiorso, DEPARTMENT OF THE ... - 2000 - oai.dtic.mil 
... That is, there is no relative movement between the gas and liquid as they ascend the conduit. ... 
The velocity (u) at which bubbles rise through a melt, and pyroclasts fall through a gas, can be 
calculated from the following formula (Bird et al., 1960, p. 182): D g g m C r u p p p 3 ... 

Cited by 29 - Related articles - View as HTML - All 2 versions 

CROSS REFERENCE TO RELATED APPLICATIONS 

JA Speranza - freepatentsonline.com 

... Output sensor 30 interfaces with a controller (not shown) that is capable of converting the analog 
voltage or ... A conduit 46 fluidly couples the tank 40 with the generator 12 . ... Additionally, an operator 
can use an existing software application such as a spreadsheet or database and ... 
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Assessing geothermal energy potential in upstate New York. Final report, Tasks 1, ... 
KC Manger- 1996-osti.gov 

... 4-1 APPENDEVA: EVALUATION OF RESERVOIR CAPACITY Al APPENDIX B: DESCRIPTION 
OF SPREADSHEET MODEL Bl APPENDIX C: PRINTOUTS OF SPREADSHEET MODEL CI 
APPENDE* D: TABLE OF SPREADSHEET VARIABLES AND FORMULAS D-1 vi Page 1 1. ... 
Related articles 

[PDF1 DEVELOPMENT OF A REAL-TIME DISINFECTION EVALUATION (CT) ... awwoa.ab.ca [PDF] 

B Maksymetz, P Eng - 50 th Annual Conference of the Western 1998 - awwoa.ab.ca 
... Furthermore, the efforts resulted in several BWTP spreadsheet-based disinfection models that 
were used to ... log removal required by disinfection is determined, it Is necessary to convert this 
disinfection ... sampling locations, such as the rapid mixers or by-pass conduit identified in ... 
Cited by 1 - Related articles - All 2 versions 




Designating, setting and discovering parameters for spreadsheet documents 

E Megiddo, DY Parish, D Battagin, RL ... - US Patent App. 11/ 2005 - Google Patents 

... 15,2007 (54) DESIGNATING, SETTING AND DISCOVERING PARAMETERS FOR SPREADSHEET 

DOCUMENTS (75) Inventors: Eran Megiddo, Bellevue, WA(US); Daniel Y. Parish, Kirkland, WA 

(US); Daniel Battagin, Bellevue, WA (US); Robert L. Archer, Seattle, WA (US ... 

All 4 versions 

HYDROGEN EMISSION REPORTING SYSTEM AND METHOD THEREOF 

AJ Speranza, WR Bailey, AA Morson, LC ... - US Patent App. 11/ 2006 - Google Patents 
... The hydrogen gas exits the hydrogen conversion device 12 through a conduit 16 to valve 
22. [0019] During normal operation, the hydrogen gas will proceed through valve 22 to 
conduit 24 and through optional pressure reducing regulator 26. ... 

[PDF] Construction Engineering Re army.mil [PDF] 

IS Smith, J Stober, HE Balbach, WD Meyer - 2009 - cecer.army.mil 
... Many surveys also used a standard burrow occupancy estimate, often referred to as a "correction 
factor" to convert the number of burrows into ... http://www.ruwpa.st-and.ac.uk/distance/) • burrow 
camera (5-6m scope length)! * datasheets (see Appendix A) • flexible conduit (2-3m ... 
Related articles - View as HTML 

Primary Class 

JA Speranza, S Jean, BP Alfred - freepatentsonline.com 
... D) converter (not shown) maybe coupled between sensor 1 8 and controller 38 to convert the 
analog ... signal to valve 22 resulting in the impure gas stream being routed through conduit 44 
to ... an operator can use an existing software application such as a spreadsheet or database ... 

All 2 versions 

Linking Mineral Deposit Models to Quantitative Risk Analysis and Decision-Making ... 
OP Kreuzer, MA Etheridge, P Guj, ME McMahon, DJ ... - Economic Geology, 2008 - SecG 
... 2) are amenable to probabilistic risk and value analysis, and (3) can convert our geologic ... 
independent, critical success factors (P 1 - ore component sources, P 2 - fluid conduits, P 3 ... step 
4: Assignment of probabilities to processes of ore formation In the spreadsheet of Figure 2 ... 

http:Mokgoogle.com/schok?U-en&q-™diiit+coiiveitkg+spre^^^^ 
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Cited by 3 - Related articles - All 2 versions 



FIELD OF INVENTION 

JA Speranza, WR Bailey III, AA Morson, LC Moulthrop - freepatentsonline.com 
... maybe coupled between an external device and controllers 36 , 44 , 46 to convert the analog ... 
34 , monitoring the amount of hydrogen H v flowing through the vent conduit 32 , monitoring ... an 
operator can use an existing software application such as a spreadsheet or database ... 

MULTIPLE CHIP MODULE COOLING SYSTEM AND METHOD OF OPERATION ... 

GF Goth, DJ Kearney, PM Lucas, DW Porter - 2009 - freepatentsonline.com 
... D) converter 106 maybe coupled between sensor 70 and controller 32 to convert the analog ... 
Additionally, an operator can use an existing software application such as a spreadsheet or 
database ... The housing 132 includes a recessed area 134 that allows conduit pairs 136, 138 ... 

[CITATION] Harmonic filters for notch reduction 
A Ludbrook - IEEE Transactions on Industry Applications, 1988 
Cited by 13 - Related articles - All 5 versions 




Long-term results of aortic valve-sparing operations in patients with Marfan . . . 
IE David, S Armstrong, M Maganti, J Colman ... - The Journal of 2009 - AATS/WTSA 
... who received a calcium antagonist (2 patients) or an angiotensin-converting enzyme inhibitor ... 
from the Life Table Template VI .2, a downloadable Excel spreadsheet available at ... sparing aortic 
root replacement in Marfan syndrome using the Valsalva conduit: an intercontinental ... 
Cited by 2 - Related articles - AIM 3 versions 




Mobile power distribution system and method thereof 

CA McKay - US Patent App. 11/257,237, 2005 - Google Patents 

... in the internal heat exchanger and transports the heat back through the conduit 44 to ... shown) 

maybe coupled between sen- sors 50, 52 and controller 26 to convert the analog ... Additionally, 

an operator can use an existing software application such as a spreadsheet or database ... 

All 2 versions 

Demonstration of an Automatic Meter Reading System in Army Family Housing dtic.mil [PDF1 

LA Edgar, CONSTRUCTION ENGINEERING ... - 1992-oai.dtic.mil 

... Ihe central computer uses a multiplier to convert the pulse count into units of electrical 

consumption (kiloWatt-hours). ... The Fort Benjamin Harrison budget office uses a commercial 

spreadsheet program to produce bills for installation residents. ... 

View as HTML - All 2 versions 

T ype descriptor metamodel 

AR Elderon, SMF Ho, JR Rhyne, WNJ ... - US Patent App. 09/ 2001 - Google Patents 
... This is accomplished by initiating the application request on the end user application in a first 
language (such as a markup language) with a first applica- tion program (such as a Web browser), 
and transmitting the application request to the server and converting the appli- cation ... 
Related articles - All 4 versions 
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System and method for identifying operational parameters of a motor 

Y El-lbiary - US Patent App. 1 0/675,723, 2003 - Google Patents 
... 30. Ttie electrical connection between the terminal leads and the power cable is housed 
within a conduit box 34. ... parameters. The processor module 84 may have analog-to-digital 
con- verters for converting analog data into digital data. ... 
Cited by 1 - Related articles - All 4 versions 




Central Heat Plant Modernization: FY98 Update and Recommendations. 

VL Van Blaricum, WT Brown III, MK Brewer, TE Durbin, ... - 1999 - oai.dtic.mil 
... CERL TR 99/96 • Energy screening tool: This Microsoft Excel spreadsheet generates site- specific ... 
indicates that the most eco- nomical plan of action is to convert from HTW with ... service, leaking 
valves, infiltration of groundwater into the heat distribution conduits, wet insulation ... 
Cited by 6 - Related articles - All 4 versions 




Vitreous cryopreservation maintains the viscoelastic property of human vascular ... 
RR Thakrar, VP Patel, G Hamilton, BJ Fuller, AM ... - The FASEB Joumal, 2006 - FASEB 
... long-term subzero preservation of tissues and whole organs (8) . The process involves converting 
an aqueous ... obtained over a 4 s cycle were then transferred to a spreadsheet such that ... HJ, Fuller, 
BJ, Hamilton, G., Seifalian, AM (2004) Engineering of bypass conduits to improve ... 
Cited by 21 - Related articles - BL Direct - All 9 versions 




Efficiency of Steam and Hot Water Heat Distribution Systems 

G Phetteplace, COLD REGIONS RESEARCH AND ... - 1995 -oal.dtlc.mil 

... By converting this steam distribution system to a low temperature hot water heat distribution system, 

savings would exceed $292,000 for the ... different types of system con- struction have been 

instrumented: pipes enclosed In a shallow concrete trench, steel conduit with supply ... 

All 3 versions 

Continuous wave photolytic iodine laser 

88 Townsend, PR Cunningham - US Patent 5,802,093, 1998 - Google Patents 
... is in communication with me proportional to the flow rate of the gaseous fuel through me scrubber 
for receiving and converting the purified ... which basically According to another aspect of the present 
invention, a cause the fuel to "stick" to me walls of the conduits within method of ... 
Cited by 5 - Related articles - All 2 versions 




[PDF] Cost model for low income detached houses 

AV Hanono - 1 994 - dspace.mlt.edu 

... package quantity, cost, and cost per unit. The software will convertthe takeoff quantity ... The 
implementation of the model in Timberline Precision Estimating allows the user to modify any 
item of this preliminary estimate In spreadsheet format. ... Mechanical conduits can ... 

Cited by 1 - Related articles - All 4 versions 




Motor parameter estimation method and apparatus 

Y El-lbiary - US Patent App. 1 1/644,654, 2006 - Google Patents 

... 30. The electrical connection between the terminal leads and the power cable is housed 

within a conduit box 34. ... parameters. The processor module 84 may have analog-to-digital 
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con- verters for converting analog data into digital data. ... 
All 4 versions 

ENERGY RECOVERY WITHIN A FLUID DISTRIBUTION NEMORK USING ... 

D Nance, P Bushong - 2009 - freepatentsonline.com 

... any form tfirough a network of pipes, cfiannels, and/or any otfier conduits or mediums ... information 
may be in various formats, including but not limited to, spreadslieets, tables, CAD ... such, to 
accommodate numerous formats or standards, the software program may convert any of ... 

Related articles - All 3 versions 

High level assembler metamodel 

JR Ehrman, SMF Ho, JCY Hung, BJ ... - US Patent App. 09/ 2001 - Google Patents 
... This is accomplished by initiating the application request on the end user application in a first 
language (such as a markup language) with a first applica- tion program (such as a Web browser), 
and transmitting the application request to the server and converting the appli- cation ... 
Cited by 2 - Related articles - All 4 versions 




Apparatus and method for determining plant fluorescence 

W Vidaver, P Toivonen, S Dube - US Patent 5,014,225, 1991 - Google Patents 
... the photosynthetic activity of a 10 plant, which comprises a light-impermeable chamber for housing 
a plant having a conduit for admitting ... The measured fluores- cence is corrected by eliminating 
the effects of dark signal and straylight signal using the formula: where: Fi'.«(t) is the ... 
Cited by 4 - Related articles - All 3 versions 




M Gorak, MJ Kwinn Jr, MILITARY ACADEMY WEST ... - 2004 - oai.dtic.mil 
Page 1 . United States Military Academy West Point, New York 1 0996 Lead-the-Fleet: 
Transitioning Army Aviation Maintenance From a Time Based System to a Usage 
Based System OPERATIONS RESEARCH CENTER OF ... 
Related articles - All 2 versions 



[PDF] Central Heat Plant Modernization dtic.mil [PDF] 

WT Brown III, MK Brewer, TE Durbin, CP Marsh, VF ... - 1919 - dtic.mil 

... CERL TR 99/96 • Energy screening tool: This Microsoft Excel spreadsheet generates site- specific ... 

indicates that the most eco- nomical plan of action is to convert from HTW with ... service, leaking 

valves, infiltration of groundwater into the heat distribution conduits, wet insulation ... 

Related articles - All 2 versions 

Electrochemical cell system output control method and apparatus 

AJ Speranza, LC Moulthrop - US Patent App. 10/941,613, 2004 - Google Patents 

... The reactant water is received by manifolds or other types of conduits (not shown) that ... not shown) 

may be coupled between sensor 64 and computer 66 to convert the analog ... Additionally, an 

operator can use an existing software application such as a spreadsheet or database ... 
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All 4 versions 

[BOOK] Gas volume requirements for underbalanced drilling: deviated holes 
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... the mathematical models presented in this book and build their own UBD simulators in 
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occur electronically by mail, or via any other suitable conduit for conveying money. ... 

Related articles 

Circuit Breaker Zone Selective Interlock For Differentiated Faults And Method Of . . . 
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... 58 may be coupled between current sensor 52 and processor 50 to convert the analog ... interface 
46 coupled to processor 50 via display conduits 62 and keyboard conduit 64. ... Additionally, an 
operator can use an existing software application such as a spreadsheet or database ... 
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has demonstrated that a spreadsheet format and a technology numbering system ... 
Cited by 5 - Related articles - All 2 versions 




B Scott, T Bazen - groindwaterresearch.com.au 

... Over an area of 517 km2. 1 . convert cover area to m2: 517 * (1000m)2 = 517 x 108 m2. ... The 
spreadsheet is a matrix of cells set up in rows and columns. ... A cell can hold text, a value, or a 
formula. The formulas can refer to other cells in which the values to be acted upon are stored. ... 
Related articles - View as HTML 

Comparison of power losses in intra-atrial and extra-cardiac total cavo-pulmonary . . . 59.to [PDF] 

RS Doddasomayajula - 2009 - naglexbutbus.59.to 

... In this procedure, Page 29. 16 the superior vena cava is connected to the right pulmonary artery 
and the inferior vena cava is re-routed through a Gore-Tex conduit, which runs outside the heart ... 
Clinically, the extra-cardiac conduit procedure has been shown to offer ... 
View as HTML - All 5 versions 

[BOOK] How to do everything with your IRAQ pocket PC 
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... 103 Appendix C - Sample Elevation-Storage-Outflow Calculation Tables 
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Infiltration Rate Calculation Spreadsheets 113 ... 
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OJ Prohaska, AB LaConti, JD Giner, M ... - US Patent 2009 - Google Patents 
... miniaturized thick- and thin-film type sensors have been developed where the solid ionomer 
membrane often acts as a conduit between the ... The formula for determining the thickness of 
membrane (9) based on the permeability coefficient is: i=PdxAxAP/d 01 d=PdxAxAP/l 60 The ... 
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5 - Review & Record Results CONTAMW allows you to view the simulation results on the screen 
and to output them to a file for input to a spreadsheet program or a data analysis ... 
Cited by 43 - Related articles - View as HTML - All 3 versions 

[BOOK] The securitization markets handbook: structures and dynamics of ... 
CA Stone, A Zissu - 2005 - books.google.com 
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... method using probability paper and the empirical method based on formulas to determine ... 
Application software Such computer programs as those for word processing, spreadsheets, or 
database ... See Figure S-9. Aqueduct A large, artificial conduit for conveying water, usually a ... 
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J Elferdink, D Reynolds - 2000 - books.google.com 
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a standout feature of AppleWorks-that let you convert your AppleWorks ... columns, sec- tion 
formatting, macros, and outlining; the only serious Macintosh spreadsheet com- petitor to ... 
Related articles - All 3 versions 

Next generation consumer telecommunications network 

J Gilbert, JA Inzerillo, KS Siddiqui, RF ... - US Patent App. 11/ 2005 - Google Patents 

... ing a textual list of channels, program names, descriptions, and airtimes in a spreadsheet-like 

format. ... cost of installing this system is expensive due to the lack of riser space and conduits. ... 10 

shows a graphical implementation of the formula used in the video scaling by omission ... 
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